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CBO-1000 Assembly Instructions

11 Note: Be very careful to not get any mortar in the mounting 
holes for the Arch and Door. If you do get mortar in the holes, 
attempt to clean it out immediately; the bolts will not go in all 
the way if mortar is present.

12 Line up the Arch and put the four bolts in place. 
       (Arch bolts (ss 5/16-18 x 2 1/2")

Tighten the bolts to hand-tight and then tighten with a 
wrench just a little more. 

Note: Do not over-torque bolts or you may dislodge the 
threaded inserts!

Use some mortar to finish off the install. If the Shroud is brick 
or stone, you should also use mortar around the top of the 
Arch. If you are using a Metal Shroud, use a high-temperature 
resistant silicone on the top of the Arch to seal the joint with 
the Shroud.

Note: Each year you will need to touch-up the mortar and/or 
silicone for cosmetic reasons.
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CBO-500 DIV KIT Specifications 

UPC 705604321215 I SKU CBO-O-KIT-500

Details 

• 5-Piece Oven (Dome, 2-piece Hearth, Arch,
Decorative Door)

• lnstal I Kit (Anchor Plate, Insulating Board & Blanket,
18-Gauge Galvannealed Steel Plate, Mortar)

• Accessory Package (Pizza Peel, Brush, Infrared
Thermometer)

• Hearth Cooking Surface 27"x 22"

I 

2" 

• Support weight minimum: 350 lbs

• Piece weight
Dome ........ 210 lbs 
Back Hearth ............... 50 lbs 
Front Hearth .............. 25 lbs 
Arch ........................... 17Ibs 

Bolt Dimensions: 
4 Anchor plate bolts (ss 1 /4-20 x 1 /2") 
2 Arch bolts (ss 1/4-20 x 1 3/4") 
4 Door arch bolts (ss 1/4-20 x 2 1/2") 
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(Steel Plate Dimensions: 1/20"x 28"x 28")
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